“<—>~ THERMOvALvE INNOVACION . EXCELENCIA . ASISTENCIA AL CLIENTE

‘/k A VALVULAS INDUSTRIALES
Vv A roesarRottopemsinieria MANTENEMOS STOCK PARA ENTREGA INMEDIATA ventas: (+56) 952692554
(+56) 2 32175937
14 |H.Wlock Nut | ASTM AISI 1035
13 |Hand Wheel ASTM A197
= w — 12 [ Stem Nut ASTM A2786 410
Performance Specifications 11| Gland Mut ASTM A194 BM
[_/dﬁ CLASS 600 10| Gland ASTM_A182 F316
‘ 1: . el Test 1 15.4 : Gland Eyebolt ASTM_A193 BEM
es Pin ASTM A182 F316
Pre— Bock Seol Test| 11.3 MPa 5 TStem Packing Graphite
10 ssure | Seol Test | 113 & | Bonnet boll ASTM A193 BBM
: Al Yest ) 5 | Bonnet ASTM_A182 F316
] . SuitableTemp. | ~28~538°C 4 | Gosket Grophite+55316
: - Suitable Medlul W.0.G.etc 3 | Stem ASTM MB2 F316
= & 2 | Disc ASTM A182 F316
1| Body ASTM_A182 F316+5TL
: NO| PART NAME MATERIAL
-\ 3
f 2
1
Pas
J Technical Requirements
j= 1. Design & manufacture conform to APl 602
= 2. Face to Face dimension conforms to ASME B16.10
= 3. Flange dimension conforms to ASME B16.5
. 4. Test & Inspect conform to API 588

Wain Dimension (mm)

CLASS | NPS d L A B C T f H W =
500 1 18 | 216 124 BBO | 508|175 [ 7 |19 |120 4-#19
1-1/2| 29 | 241 156 43| 73 | 225| 7 | 260 [ 160 4-922

w
.
18 | Lock Nut ASTM A194 8
Performance Specifications 17_| Hand¥heel Ductle lron
16 | Grup Screw Carbon Steel
CLASS 800 15 | Stem Mut Bronze
Test Shell Test | 15.4 14 | Gland Fland ASTM A351 CF8
Pre— |Back Seal Test| 11.3 MPa 13 | Glond ASTM A182 F316
A ssure Seal Test 1.3 12 | Pin 55304
EJ Air Test 0.6 11| Gland Nut ASTM A9 8
[*] SuitableTemp. |  —29~538 C 10 | Gland eye bolt ASTM 4193 B8
T Suitable Media | W.0.G.etc 9 | Packing Flexible Graphite
B Bonnet ASTM A3S1 CFaM
7 [ Nut ASTM Al94 8
& |Balt ASTM A193 BB
8 7—‘ 5 | Gosket SS316+Flexible Graphite
7 4 | Disc Bonnet ASTM A1BZ F316
6 . 3 | stem ASTM A182 F316
5_/ - 2 | Dise ASTM A182 F316
| | = 1 | Body ASTM A351 CFBM+STL
4_/ " Tlalalo™ NO. | Parts Name Material
3
2
1 ]— Technical Requirements
Tr 3 1. Design & manufocture conform to BS1873
R 2. Face to Face dimension conforms to ASME B16.10
L — 3. Flange dimension conforms to ASME B16.5

4. Test & Inspect conform te APl 598

Main Dimension (mm )
d o[ o2 [o3 |6 [ ] L | H[w]| e
600 | 2 | 51 [ 165 | 127 [ 92 [ 26 | 7 [ 292 [ 425 [ 250 | &-e19

CLASS | KPS




